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1. P2 R (Product Overview)

R B A KA B AR A A B AT IS I B R Gt TR LUB R A NG, LBl ES)
AREEFEM I

Battery Active-Balanceris a balanced management system tailored for large-capacity series battery packs.The Balancer
USES ultracapacitors as the medium to balance the active energy transfer.

s id T 2~24 g i, BA& B RREANMTDIRe . IHTEE TAER DARREE 1S A M b AT g
B, ST A OB R A B T AT AR R 22 . B SR ARV 1 V~5V, FEEEE3mV. AiE
TR, =Bl BRIR. HIRSE T LI ATA IRk,

The Balancer is suitable for 2 ~ 24 series battery packs, with the functions of voltage collection and balance.The
balancer operates with a constant balance-current of 15A for energy transfer. The balan-current does not depend on the
delta-voltage of the battery cells in series.Cell voltage acquisition range 1 V ~ 5V, accuracy £3mV.Applicable to Li-ion,
Lipo, Lifepo4, LTO and other battery on the market.

B es B WA 5 ThRE, I ETHL APP Ffb. W] UE T R i 4 DL AT r it A L )
BIHPIRAS . B SEEERAE . SRS B, BTN RO AP IR E R
HAghe Fuh g FH IR, OKPHAE S5 I I PACK N, 7RI TR 4e s . BREE%E .

The balancer is equipped with bluetooth communication function and supports mobile APP software.The balancer can
be connected to the phone via bluetooth to check the individual battery voltage, balance state, modify parameters and other
operations. The balancer is small in size and easy to carry. It can be widely used in the battery PACK of small sightseeing car,
scooter, sharing car, high-power energy storage, base station backup power supply, solar power station and other products. It

can also be used in battery balance maintenance, repair and other occasions.
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1.1. ThE84%# 1% (Functional characteristics)

® LEDW RSN ® LED Bluetooth status indicator
® APPIE A i fE A ® APP Bluetooth remote operation
® FRE I HLE REE(+3mV) ® High precision voltage acquisition (33mV)
® T HhIyf ® Active equalization
® S FRIERCIRS485 ® Support optional RS485
® S FHENICAN ® Support optional CAN
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1.2. Z5#JHE B (Structural block diagram)

e E BT A%

JIKONG Battery Active Equalizer

. o LEDIE/R
OBz ”| LED indication

RS485 <
7 o
o Buzzer
AN > MCU
2N WA R
«

Bluetooth module

A A -
RAR
Acquisition
B module
Equalization module

v v
AR AR
Power module Gated module

B+ B24 cecrccccecccccccttcitctcittscccnene B3 B2 Bl B-

99000000606

JK-B15A24S Z5HHE ]
JK-B15A24S structure block diagram
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2. P2 ik B FE R (Product selection guide)

2.1. 7= 5 T BE AL & R (Product function configuration table)

7= A
(Product specification) JK-BISA24S
FFs Thfg e
(Serial number) (Function) (Configuration)
1 ERI B A
(Active equalizing current)
) i T it b
Bluetooth function Standard option
P
3 F 3 LW
(Active equalization) (Standard option)
bl
4 RS485 !
(Optional)
bl
A
> CAN (Optional)
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2.2. FZ ihiERCFE B (Product adaptation guide)
y &
s g RS A
(Serial number) (Product specification) (Battery type) umber of adaptive
battery strings)
=JuE HL
2~24
(Ternary lithium battery)
BRAR AL
1 JK-B15A24S 2~24
(Lithium iron battery)
ERIREE FL b
2~24
(Lithium titanate battery)
2.3. ThEE &AL F6 B (Function selection guide)
Fs Rt B 3 prisl WY 4 L E )
(Serial number) (Battery string) (Optional function) (Product model)
N
1 2~24 JK-B15A24S
(Standard option)
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3. ThEe A4 K A# FH i B (Function introduction and usage instructions)
3.1. B (Active equalization)

B R A BB EOR, B A SR B A e v F I ) RS e R AR B R R A RS T, )
g deX — N L pe B . P AR 50 Dh RE 2 A E B R A S, 7 2T 8l BMS-APP,
P RN APPH S E i B U B E iR, BOASHILE N & . BB ek i SRR R B
HE RMIEASH, A RAE . RihEE . ORI R ZE (AT ORIFERIN) . HRARHE. AR TSR

H 7 AIAEAPPHI S A i B b BAT B E AR R 22 (mV), S9EFTIERS, 5 B P T R B e T 22
KT BOEEN Bl BEh3T0T, ISR/ TIREMER KA « BUARIE R RUONR KA I5A, HP A ids B 2 it
AEOREE, VO RIRAEY BIh A RC)0.2C, WILTHEIMTIEE, FITEAPPIIBMSH i U1 Aok 35 i
TR B E R AR .

The active equalizer adopts active equalization technology, and the principle of equalization is to transfer the energy
of the high-voltage cell to the low-voltage cell, and realize the energy transfer through the medium of the active equalizer.
Before using the balancing function, users need to set the basic parameters of the battery and download the Jikong BMS-
APP. After downloading, set the battery type on the parameter setting page of the Jikong APP. For default parameters, see
Chapter 4.After setting the battery type, set basic battery parameters in common Settings, including the number of cells,
battery capacity, trigger equalization differential pressure (the default value can be retained), voltage calibration, and
current calibration.

Users can set the balance trigger pressure difference (mV) in the parameter setting of the APP. When the balance is
turned on, the balance will be turned on automatically when the pressure difference of any two strings of batteries in the
battery pack is greater than the set value, and the balance will be turned off when the pressure difference is less than the set
value. The default balance current is 15A. Users can adjust the balance current according to their own battery capacity. It is
recommended that the balance current not exceed 0.2C of the battery capacity (C). If you do not need the balancing

function, you can set the balancing switch to off in the BMS control page of the APP.

3.2. T BE(communication function)

LRI TS SRR BCCAN/RS485 I fiE, ™ iT LUR Y 1 5 7 RORBEATIERC, RN £E 4K 25 APPIBMS 1%
il U3 AR 2 o 1 D) e FECANE B RS485, 7L F s P47 4 (1038 45 T Re ik H ™ m] BURRYE B B s /55K
PSSy 5 AT W sl as B ik URGEAS Uh,  BAIE (S PR S T S dl A O .

The active equalizer supports the optional CAN/RS485 function, which can be selected according to your own
requirements. At the same time, you can select CAN or RS485 for switching multiplexed ports on the BMS control page
of the Jikong APP. When using the communication function of the active equalizer, you can set the address and
communication protocol of the active equalizer according to your own requirements and scenarios. For specific
communication protocols, see the communication protocol document of the Jikong active equalizer.
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4. EFES ¥ (Main parameter)

4.1. XS % (Basic parameter)

PS5 bR | BBSH LA
(Serial number) (Project) (argument) (Unit)
1 it H HE [ (Supply voltage) 9-100 \%
2 1247 Th#E(Operating power consumption) <1500 mW
3 T AE iR (Operating temperature) -30-70 C
4 i K351 it (Maximum balancing current) 15 A
5 FE B8 ] ~F (Active equalizer size) 168.5%¥169.5*53 mm
6 J%. i B & (Finished weight) 1140 g

4.2. BRIASE((Default parameters)

5 SH =JEBUA BRELBUA EREREBRIN Bfr
NUM PARA LI-ION LIFEPO4 LTO (unit)
P EC A LT
1 3 3 2 \Y
(balancing initial voltage)
ORI LR
2 15 15 15 A
(Maximum balancing current)
AR TS LR
3 4.2 3.6 2.7 A"
(Unit overcharge voltage)
fith 5 S5 18 s 7
4 (Trigger balancing differential 0.01 0.01 0.01 v
pressure)
B L
5 1 1 1 /
(Device address)
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5. #:0 52 X (Interface definition)

5.1. P2 4ME(Product Appearance)

B11 B10 BS B8 B7 B6 B5 B4 B3 B2

JK-B15A24S iEH AR = &
Schematic diagram of the JK-B15A24S connector
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5.2. P fhiEEEE: . LED £ X (Product connector, LED definition)

#1152 X (Interface definition)

ERSHY | BOASK | BEHS JK-B15A24S
R
(Type of (Interface (Pin L HR EX
(coupler)
connector) name) number) | (Name) (definition)
1 B- Lt s 71 B (Total negative battery)
2 Bl %5 1 5 IEAR(The first battery positives)
3 B2 2 2 5 L IE A (The second battery positive)
4 B3 2 3 5 HE R IEAR(The third battery positive)
5 B4 5 4 B H I IEAR(The fourth battery positive)
- 5569754 2%12p 6 B5 % 5 5 L IE A (The fifth battery positive)
7 B6 % 6 5 L IE#Z(The sixth battery positive)
8 B7 % 7 5 L IE A% (The seventh battery positive)
9 B8 % 8 5 HL IE Al (The eighth battery positive)
Bt 5
AR 10 B9 2 9 5 HE ik 1E A% (The ninth battery positive)
(Balance 11 B10 %5 10 £ B IE 2 (The tenth battery positive)
with 12 B11 55 11 5 B IE(The eleventh battery positive)
Acquisition 1 B12 2 12 5 IEAR(The twelfth battery positive)
interface) 2 B13 %5 13 Hi Ft IEH)(The thirteenth battery positive)
3 Bl14 % 14 5 HEth IEHZ(The fourteenth battery positive)
4 B15 2 15 5 ik IEA%(The fifteenth battery positive)
5 B16 5 16 & Hith IEA%(The sixteenth battery positive)
P2 | 5569% %t 2*10P
6 B17 2 17 5 HE L IE#(The seventeenth battery positive)
7 B18 2 18 H H i IEA%(The eighteenth battery positive)
8 B19 2 19 5 L IE#(The nineteenth battery positive)
9 B20 28 20 £ HLyth IE #Z(The twentieth battery positive)
10 B21 2 21 5 IEAR(The twenty-first battery positive)
1 B22 2 22 H HL IE B2 (The twenty-second battery positive)
P3 556975 %t 2*4P 2 B23 28 23 5 IE A (The twenty-third battery positive)
3 B24 2 24 B HEHIE R (The twenty-fourth battery positive)
12 /20
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Byt g e, T DARE R B3~24 5 Fh AT T
1EM, JRATAME9-100V B FL I
4 B+ (Equalizer power supply, can be connected to the positive
pole of any 3~24 series of batteries, and can also be
externally connected to a 9-100V DC power supply)
| T 2 0
(Reserved interface)
5 TN
(Reserved interface)
; T
(Reserved interface)
. T 2 0
(Reserved interface)
RS485-Bf 5 fitk
5 485-N
(RS485-B signal negative)
RS485-Af5 5 1EMK
6 485-P
(RS485-A signal positive)
- BEd# 1
T 7 -
(Reserved interface)
(Communica|
P4 | MX3.0-2x9AWC TR 0
tion 8 -
(Reserved interface)
interface)
o T 2 0
(Reserved interface)
TN
10 -
(Reserved interface)
» TN
(Reserved interface)
T 2 0
12 ---
(Reserved interface)
" T 2 0
(Reserved interface)
CAN_Lf55 ik
14 CAN-N
(CAN_L signal negative)
15 CAN-P CAN_Hf55 IEM%
13 /20
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(CAN_H signal positive)
TN
(Reserved interface)
TN
(Reserved interface)
TN

(Reserved interface)

16

17

18

D1

WA ERAGRNT, S B SR RN IT W, WOTERHRRIT IR, Bfds 2 B IEEE S
CEVA
(The D1 Bluetooth connection indicator light is always on when Bluetooth is connected to the equalizer, and

flashes when disconnected. Whether the equalizer is being balanced is not related to the indicator light.)

D2

Pt o F BT R DAL IR ORAT 40T R 3% T N M as TP HL R s T 5, BRI R T SR < T
JE MR N, [FIRHRRAT K, ¥ a8 R I IEfES M SHRR KT Bk,
(The self-locking switch and power indicator light of the equalizer will turn on when the switch is pressed, and
the indicator light will remain on. Press the switch again to turn off the switch, and the equalizer will turn off. At
the same time, the indicator light will turn off. Whether the equalizer is being balanced is not related to the

indicator light.)
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5.3. 7= i R ~F (Product size)

JK-B15A24S & 41 3= 2 ¥ 4 ]S 168.5mm X 169.5mm X 53mm i F B A -
The size of JK-B15A24S series active equalizer is 168.5mm X 169.5mm X 53mm as shown in the following figure:

169. 50

= AN e

A L] J ® @
Lt J

16850

JK-B15A24S #ME R~

Dimensions of JK-B15A24S
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6. ZZE 1% (Installation method)
6.1. AN 3% 222 (Single Equalizer Installation)

FAANTK-B15A24 ST Yo 838 ] 1~ 2-24 5 HEH BR IER A HTB A . (H 2 A i L AR OV, Pl
i R HEAMT ELRLOV~100V HLJA .

XFF248 it AR IR F A, 2 iR A VA N B R .

A single JK-B15A24S equalizer is suitable for battery packs with 2-24 series batteries connected in series. But
when the voltage of the battery pack is below 9V, the equalizer needs to provide an external DC power supply of
9V~100V.

For a battery pack with 24 series of batteries connected in series, the installation and wiring method is shown

in the following figure.

LEh s

Active Equalizer

JK-B15A24S
P3 P2 P1
B+ |B24|B23|B22 B21 |B20 |B19|B18( B17 B16|B15(B14 B13 |B12 B1]I B10ol Bo| R8| B7|/B6 |B5 |B4 |B3 | B2 | B1| B-
@[Tfj @f@@@@@@@@ QDD ODDIDI D
JK-B15A24S 2k
JK-B15A24S wiring diagram
16 /20
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et as BT T R TOVRg AL, 2R AT T EFR (BUREL3ERBC S THERLR
(DS

Apply the equalizer to battery packs with a voltage below 9V, and the installation and wiring method is shown

in the following figure (using a 3-series boost module as an example).

BREIL T

Active Equalizer

JK-B15A245S
P3 P2 F1
B+ |B24 |B23|B22 821 B20|B19|B18| B14 B16B15/B14B13 |[B12 B11|B10| B9 | B8| B7 |B6 [B5 |B4 |B3 |B2 | B1| B-
QA DD DNDDD D (DD DDDD DDA
L
; ' | H
DC-DCHH IRt R | [
DC-DC Boost Module 83 B2 Bl
B & Tt AR 2k

Wiring diagram for the booster module

T ey

Active Equalizer

JK-B15A24S
P3 P2 P1
B+ [B24 |B23|B22 B21|B20|B19 B14 B17 B16|B15B14 |B13|B12 B11le1o| Bo| B8] B7|B6 |BS5 |B4 |B3 |B2 | B1| B-
QN DODONDDOND D)

L

S E
. OV~100V ELifi AL . H —

9V~100V DC power supply B3 B2 B1

AR AR

External power supply wiring diagram
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6.2. Z/ I E#% K Bk 223 (Cascade installation of multiple equalizers)

JK-B15A24STUPH a8 SCFFSRRAE AT, IR T LICRE BT o I FH 2102485 LA B il GRIRK s e 4k

NEIFTR.

The JK-B15A24S equalizer supports cascading use, which can be applied to battery packs with 24 or more strings.

The cascading installation and wiring method is shown in the following figure.

L2 Eh ¥t

Active Equalizer 2 Active Equalizer 1

JK-B15A24S JK-B15A248
X\ P1 P3 N\
\ B7 | B6 | B5 [ B4 | B3| B2 | Bl | B- B+ [ B24 [ B23 | B22 | B21 | B20 | B19 [ B1
NP NP B PP @ D RN D @ B @ P

ﬁ 5]

ol (il il [l SO

| 326“ 1325“ B24|| 323‘ 522 |
s R LR K]

Equalizer Cascade Wiring Diagram
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7. ¥4 {8 F Ui B (APP operation Instructions)
7.1. APP %% (APP installation)

IR N s 0 4R T BLARECS 7 G ) A LAPP.
Mobile APP matching the product can be obtained by scanning the QR code shown in Figure . Android Version 7

minimum is required for the Android APP.

FHIAPP B4 —4Eng
Mobile APP link QR code
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7.2. W4 BUE (Device activation)

FIFRIEAE /T, 8 PRI A BT 2 e IR, SR Ia iR (B SR RAEERVEE Z N, e
AT CARRZIIE, WINTCRE A T LLiE i as i, ST seiE sl TR R . H R REREE
FEEJE R

Bk FRRIE TR LS, ATLAA IS b . JK-B1SA24SEIN M 3843 L rFEmIIr oG, 2IFKdi Ny
BT ITHLIFEII $8 K] 0 5, FRRAE T IT RAETF R Wr T Ja $ a5 5BL,  [RINHE 7R AT AR K

Before powering on the power supply, check whether the balance cable is properly connected, whether the power
supply for the equalizer is within the required range, and whether the equalizer is properly placed before powering on the
equalizer. Otherwise, serious consequences such as abnormal working or even burning may occur.

After confirming the preceding operations, power on the equalizer. Type JK-B15A24S equalizer has a power-on
control switch. When the switch is pressed, the equalizer is turned on and the indicator is steady on. After the switch is

turned off, the equalizer is turned off and the indicator is turned off.

7.3. ¥ B (Parameter setting)

W “Has S Hs B .

Please refer to the "Equalizer Parameter Setting Instructions" for details.
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