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1. P2 R (Product Overview)

Rb B s (JK-B2A16STH) &y R4 & B3 AR e il 4 & S T R T B R Gt . M s LU
BRI, LI R R Y.

Battery Active-Balancer ( JK-B2A16STH ) is a balanced management system tailored for large-capacity series
battery packs.The Balancer USES ultracapacitors as the medium to balance the active energy transfer.

B H T2~ 168 mithd], B mHCRENNHTIRE . SfTas TAERS DA E2 AR X i T e
e, TR IRANEOR R A b R IR F b AR R 22 . HCRAERTEI L V~5V, K £3mV. Al T BEREL
B ZIUH BRIR. AYIREHAETIT I LT Rt AR .

The Balancer is suitable for 2 ~ 16 series battery packs, with the functions of voltage collection and balance.The
balancer operates with a constant balance-current of 2A for energy transfer. The balan-current does not depend on the delta-
voltage of the battery cells in series.Cell voltage acquisition range 1 V ~ 5V, accuracy & 3mV.Applicable to Li-ion, Lipo,
Lifepo4, LTO and other battery on the market.

B s B &AW EEThRE, JFRCETHIAPPE . T LUl 4 SR dsdt T B R . AR
BIeRas . BUESEHEERIE. TR T/IDEE . AUD A IREIRAE. RIRMERE. & 1 s
KB BE L 557 it R P IPACKIY, R AT T st i 42 . BB S5&

The balancer is equipped with bluetooth communication function and supports mobile APP software.The balancer can
be connected to the phone via bluetooth to check the individual battery voltage, balance state, modify parameters and other
operations. The balancer is small in size and easy to carry. It can be widely used in the battery PACK of small sightseeing car,
scooter, sharing car, high-power energy storage, base station backup power supply, solar power station and other products. It

can also be used in battery balance maintenance, repair and other occasions.
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1.1. ThE84%# 1% (Functional characteristics)

® LEDW RSN ® LED Bluetooth status indicator
® APPIE A i fE A ® APP Bluetooth remote operation
® FRE I HLE REE(+3mV) ® High precision voltage acquisition (33mV)
® T HhIyf ® Active equalization
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1.2. Z5#JHE B (Structural block diagram)

e E BT A%

JIKONG Battery Active Equalizer

~ B IS 35
Buzzer
<« MCU

> TR

"1 Bluetooth module

LEDFH7R
LED indication

A

A A
l RAEM

Acquisition
module

It

Equalization module

| v v
SR AR
Power module Gated module

B+ B1E cecrccececccccccttcisctcitascccinnne B3 B2 Bl B-

99000000606

JK-B2A16S-TH Z5HHE K]
JK-B2A16S-TH structure block diagram
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2. P2 ik B FE R (Product selection guide)

2.1. 7= 5 T BE AL & R (Product function configuration table)

7= S

JK-B2A16S-TH
(Product specification)

FFs Thfg e
(Serial number) (Function) (Configuration)
RS g
1 . C 2A
(Active equalizing current)
) i A it Faie
(Bluetooth function) (Standard option)
3 F:zh ¥t LW
(Active equalization) (Standard option)
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2.2. 7= % B FE R (Product selection guide)

8 M RS N RERA
(Serial number) (Product specification) (Battery type) umber of adaptive
battery strings)

=T

2~16
(Ternary lithium battery)
R
1 JK-B2A16S-TH 2~16
(Lithium iron battery)

ERIREE FL

2~16
(Lithium titanate battery)
2.3. ThEE &AL F6 B (Function selection guide)
Fs Rt B 3 prisl WY 4 L E )
(Serial number) (Battery string) (Optional function) (Product model)
N
1 2~16 JK-B2A16S-TH
(Standard option)
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3. ThEe A4 K A# FH i B (Function introduction and usage instructions)
3.1. B (Active equalization)

B R A BB EOR, B A SR B A e v F I ) RS e R AR B R R A RS T, )
g deX — N L pe B . P AR 50 Dh RE 2 A E B R A S, 7 2T 8l BMS-APP,
P RN APPH S E i B U B E iR, BOASHILE N & . BB ek i SRR R B
HE RMIEASH, A RAE . RihEE . ORI R ZE (AT ORIFERIN) . HRARHE. AR TSR

H 7 AIAEAPPHI S A i B b BAT B E AR R 22 (mV), S9EFTIERS, 5 B P T R B e T 22
KT BOEEN Bl BZh3T0F, ISR/ TREMERERA « BOASE RN RE2A, P ATRYE B C it
AEORE, VUM BIRAEL BIh A RC)M0.2C, WILTHEIMTIEE, FITEAPPIIBMSH i U1 Aok 35 i
TR B E R AR .

The active equalizer adopts active equalization technology, and the principle of equalization is to transfer the energy
of the high-voltage cell to the low-voltage cell, and realize the energy transfer through the medium of the active equalizer.
Before using the balancing function, users need to set the basic parameters of the battery and download the extreme space
BMS-APP. After downloading, set the battery type on the parameter setting page of the extreme space APP. For default
parameters, see Chapter 4.After setting the battery type, set basic battery parameters in common Settings, including the
number of cells, battery capacity, trigger equalization differential pressure (the default value can be retained), voltage
calibration, and current calibration.

Users can set the balance trigger pressure difference (mV) in the parameter setting of the APP. When the balance is
turned on, the balance will be turned on automatically when the pressure difference of any two strings of batteries in the
battery pack is greater than the set value, and the balance will be turned off when the pressure difference is less than the set
value. The default balance current is 2A. Users can adjust the balance current according to their own battery capacity. It is
recommended that the balance current not exceed 0.2C of the battery capacity (C). If you do not need the balancing

function, you can set the balancing switch to off in the BMS control page of the APP.

3.2. ¥ Fi# 15 (Bluetooth communication)

W mEDIRe, BC&AAPP, SERFEFH HLGRE
Bluetooth function, equipped with mobile APP, support Android and 10S.
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4. EFES ¥ (Main parameter)

4.1. XS % (Basic parameter)

PS5 TH ABSH LA
(Serial number) (Project) (argument) (Unit)
1 fit H HE [ (Supply voltage) 24-70 \%
2 1247 Th#E(Operating power consumption) <1000 mW
3 T AE iR ¥ (Operating temperature) -30-70 C
4 e K351 it (Maximum balancing current) 2 A
5 FE B8 T (Active equalizer size) 157.6*99*18.5mm mm
6 J% i B 2 (Finished weight) 300 g

4.2. BRIASE(Default parameters)

s S =JEBUA BREBRIA ERPREEERIN Bfr
NUM PARA LI-ION LIFEPO4 LTO (unit)
P EC A LT
1 3 3 2 v
(balancing initial voltage)
ORI L
2 2 2 2 A
(Maximum balancing current)
AR TE LR
3 4.2 3.6 2.7 v
(Unit overcharge voltage)
fith 5 518 s 7
4 (Trigger balancing differential 0.01 0.01 0.01 A%
pressure)
W& Mk
5 1 1 1 /
(Device address)
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5. #:0 52 X (Interface definition)

5.1. P2 4ME(Product Appearance)

JK-B2A16S-TH &S~ =

Schematic diagram of the JK-B2A16S-TH connector
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5.2. P fhiEEEE: . LED £ X (Product connector, LED definition)

#1152 X (Interface definition)

‘ AR ) JK-B2A16S-TH
R 0 ] FE 22 FR BT
ype o X S
(coupler) (Interface name) (Pin number) #H X
connector) (Name) (definition)
1 B- Lt s 71 B (Total negative battery)
2 Bl 251 53 L 1E A% (The first battery positives)
3 B2 S22 5 i IE AR (The second battery positive)
4 B3 ZH3 5 HEL R IE A% (The third battery positive)
5 B4 S48 Bt 1EA% (The fourth battery positive)
6 B5 S5 5 L IE A% (The fifth battery positive)
7 B6 265 FL IR IE AR (The sixth battery positive)
P1 | XH-15AW 8 B7 2575 i 1E A% (The seventh battery positive)
9 B8 S8 H FE I 1E A% (The eighth battery positive)
Bt 5 10 B9 259 & HL it IE A% (The ninth battery positive)
R 11 B10 25105 HE M 1E A% (The tenth battery positive)
(Balance with ;
12 Bl11 2115 L IEAR(The eleventh battery positive)
Acquisition
interface) 13 B12 5125 I IEA% (The twelfth battery positive)
14 B13 25135 i 1E A% (The thirteenth battery positive)
15 B14 2145 L IE AR (The fourteenth battery positive)
1 B15 25155 i 1E A% (The fifteenth battery positive)
2 B16 165 i IEA% (The sixteenth battery positive)
3 = 7% (Hanging)
P2 | XH-11AW 4 7 (Hanging)
5 =7 (Hanging)
6 = 7% (Hanging)
7 =7 (Hanging)
12 /18
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8 = 7% (Hanging)
9 =7 (Hanging)

P 2 ELIR b
10 V-

(Equalizer power supply negative pole)

Pty s AL R IE AR

11 V+
(Equalizer power supply positive)

D1

WA ERSRNT, S b R AR R AT R, TR FR R AT TR

(Bluetooth connection indicator: When the Bluetooth is connected to the active equalizer, the indicator is

steady on, and when the connection is disconnected, the indicator is blinking.)

13 /18

W R R A A
Jikong Technology Co., Ltd




@ B b 3 2 ) Ao P A D

JKBMS.COM Lithium Battery Active Equalizer Specification and operation manual 11.5.1

5.3. 72 i R ~F(Product size)

JK-B2A16S-TH &%) = 5h 4725 R~ 157.6mm X 99mm X 18.5mmul & fhiw:

The size of JK-B2A16S-TH series active equalizer is 157.6mm X 99mm X 18.5mm as shown in the following figure:

157.60
148 £0.15
135. 60 +g25
@
— +
= = :-Q =3
3.50
$ b
B

L

JK-B2A16S-TH #MNE R ~f

Dimensions of JK-B2A16S-TH
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6. ZZE 1% (Installation method)

FANTK-B2A16S-THRL 45 1E H 12- 165 ra b SR ICH ARy 4 (H 24 r T AL AL I IR T 20V, P97 2 7 52
PSR B I24V~T0V HLH .

A single JK-B2A16S-TH equalizer is suitable for battery packs with 2-16 strings of cells in series. However, when
the battery string voltage is lower than 20V, the equalizer needs to provide external 24V to 70V DC power.

X168 i B R R, R TN B

For the battery pack with 16 cells , the installation wiring method is shown in the following figure.

Tl s
Active Equalizer
JK-B2A16S-TH

P2 P1
Vi V- B16 |B15 B14|B13(B12|B11|B10| B9 | B&| B7 [B6 |BS (B4 |B3 |B2 | B1 | B-

Al @ DNDDD DD DD DD DD

RN

L . e H—

Bl6 B1S B3 B2 BL

\,_j
S
S
S
S
S
S
=

FEE s MIK-B2A16S~TH 5 Fogl il ) D1 fRdr i — Rl B A& i e fdi I, V=i SR 4
Note: When JE-B2A163-TH is packaged into the batt
protection plate, V- needs to be connected to the

{#4F i MIP=, f1 AR
ith other brands of the same port
of the protection plate, as shown below

S S ————————— e —
P Be
I

b £ e
Lithium battery
protection board

JK-B2A16S-TH 4k K
JK-B2A16S-TH wiring diagram
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R Bras N T AR T 20V AL, 2R i R E R (BRBL3 SR & AMB N ED .
The following figure shows how to connect the equalizer to a battery string whose voltage is lower than 20V. (The

figure uses the 3-string connection with an external power supply as an example.)

T
Active Equalizer
JK-B2A16S-TH

P2
V+ V- B16|B15 B14|B13|B12|B11/B10
DD DD DD L) DD L)
DC 24v-70V
50mA(Max)
B3 B2 B1

HMER AL L R 2R

External power supply wiring diagram
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7. ¥4 {8 F Ui B (APP operation Instructions)
7.1. APP %% (APP installation)

IR N s 0 4R T BLARECS 7 G ) A LAPP.
Mobile APP matching the product can be obtained by scanning the QR code shown in Figure . Android Version 7

minimum is required for the Android APP.

FHIAPP B4 —4Eng
Mobile APP link QR code
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7.2. W4 BUE (Device activation)

FOT IR 20T, T RRRRRIA S B R S IR W, S ae s i iR A EREEZ A, &
AT CARRZIIE, WINTCRE A T LLiE i as i, ST seiE sl TR R . H R REREE
FEEJE R

Bk BRI TCIR LS, ATLAA I3 B, JK-B2A16S-THAS T A Byl Ir e, R ZEH
PRS2 LE W e N Fe iy 1~ B RT, U S5 8% E ST 4R AR . X ds Bt v B3 TARR, | UOTHLE A
VB2 ) 58— A AL L = 12,4V

Before powering on the power supply, check whether the balance cable is properly connected, whether the power
supply for the equalizer is within the required range, and whether the equalizer is properly placed before powering on the
equalizer. Otherwise, serious consequences such as abnormal working or even burning may occur.

After confirming the preceding operations, power on the equalizer. The JK-B2A16S-TH equalizer does not have a
power-on control switch. You only need to connect the power cable to the wiring terminal. Then the equalizer
automatically starts to work. The equalizer is designed to operate automatically and is powered on for the first time when

the voltage of the first battery string of the battery pack is higher than 2.4V.

7.3. 2% & (Parameter setting)

RN “EM SRS HR BB .

Please refer to the "Equalizer Parameter Setting Instructions" for details.
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