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锂电池主动均衡保护板使用维护说明书
Lithium battery active balance protection board maintenance manual 20.1.1

6.2. 设备激活(Device activation)

在保护板开机之前，请再次确认均衡线连接是否正常，“P-”与“B-”是否连接正确。检查保护板是否已经

稳妥的与电芯固定，确认无误后才可以接通给保护板上电，否则可能造成工作异常、甚至烧毁等严重后果。

确认上述操作无误以后，可以给保护板上电。保护板没有上电控制开关，设计为充电激活模式(充电器

电压比电池电压高2V)，即电池组装完成以后需要接上充电器让保护板开机工作。

保护板激活除了充电激活以外还支持按键激活以及显示屏激活,选配显示屏以及按钮的用户只需将线缆

插入显示屏接口，按下按键即可激活。

Before starting the protection board,check whether the balance cable is properly connected and whether P-and B-are

correctly connected.Check whether the protection board has been securely fixed with the battery core,and confirm that it is

correct before you can switch on the protection board,otherwise it may cause serious consequences such as abnormal work

and even burning.

After confirming the preceding operations,power on the protection board.The protection board has no power-on control

switch,and is designed for charging activation mode(the charger voltage is 2V higher than the battery voltage),that is,after

the battery assembly is completed,the charger needs to be connected to make the protection board work.

In addition to charging activation,the protection board also supports key activation and display activation.Users who

choose the display screen and button only need to insert the cable into the display interface and press the button to activate.

6.3. 参数设置(Parameter setting)

详见“保护板参数设置说明”。

Please refer to the"Instructions for Setting Protection Board Parameters"for details.


